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GENERAL NOTES:

1.

OWNER:  TOWN OF GREAT FALLS
MAYOR JOSHUA BRANTLEY
810 DEARBORN STREET
GREAT FALLS, SC 29055
TEL: (803) 482-2055
ENGINEER: STANTEC CONSULTING SERVICES INC.
BRENDON D. WILSON, P.E.

4969 CENTRE POINTE DR, SUITE 200
NORTH CHARLESTON, SC 29418

TEL: (843) 740-6315

BOUNDARY & TOPOGRAPHIC INFORMATION PROVIDED IS APPROXIMATE, AS EXTRACTED FROM GIS DATA PRODUCED BY CATAWBA
REGIONAL COUNCIL OF GOVERNMENTS (COG). (CATAWBA REGIONAL COG DISCLAIMS ANY LIABILITY FOR DAMAGES THAT MAY ARISE
FROM THE USE OF THE DATA PROVIDED. ALL EFFORTS HAVE BEEN MADE TO ENSURE ACCURACY)

CONTRACTOR IS TO VERIFY ALL INFORMATION CONTAINED HEREIN PRIOR TO CONSTRUCTION AND NOTIFY ENGINEER OR OWNER OF
ANY DISCREPANCY PRIOR TO CONSTRUCTION.

ALL CONSTRUCTION, METHODS, MATERIALS, AND WORKMANSHIP, NOT OTHERWISE INDICATED IN THESE PLANS, SHALL CONFORM
TO THE SPECIFICATIONS OF THE NORTH CHARLESTON SEWER DISTRICT, CHARLESTON WATER SYSTEM, CHARLESTON COUNTY
PERMITTING STANDARDS & PROCEDURES MANUAL, SCDOT. WHERE CONFLICT OCCURS BETWEEN CONSTRUCTION PLANS,
SPECIFICATIONS, AND/OR FIELD CONDITIONS, CONTRACTOR IS TO CONTACT ENGINEER OR OWNER FOR CLARIFICATION PRIOR TO
CONSTRUCTION.

CONTRACTOR TO COORDINATE WITH OWNER AND ENSURE ALL APPLICABLE CONSTRUCTION AND LAND DISTURBANCE PERMITS
HAVE BEEN OBTAINED PRIOR TO COMMENCING ANY WORK.

CONTRACTOR AND/OR OWNER IS RESPONSIBLE FOR COORDINATING CONSTRUCTION WITH UTILITY COMPANIES, ADJACENT LAND
DEVELOPMENTS OR OTHER EFFECTED THIRD PARTIES.

THE CONTRACTOR SHALL CONTACT THE APPROPRIATE AGENCIES FOR THE EXACT FIELD LOCATIONS OF ALL WATER, SEWER,
ELECTRIC, TELEPHONE, TELEVISION AND ANY OTHER UNDERGROUND AND OVERHEAD UTILITY 72 HOURS BEFORE COMMENCING
CONSTRUCTION. THE OMISSION FROM OR THE INCLUSION OF UTILITY LOCATIONS ON THE CONTRACT DRAWINGS IS NOT TO BE
CONSIDERED AS THE NONEXISTENCE OF OR A DEFINITE LOCATION OF EXISTING UTILITIES. IT SHALL BE THE RESPONSIBILITY OF
THE CONTRACTOR TO VERIFY THE LOCATION AND DEPTHS OF ALL UNDERGROUND UTILITIES ALONG THE ROUTE OF WORK.

PRIOR TO COMMENCING WITH THE EXCAVATION, CONTRACTOR SHALL NOTIFY SC811 AT 811 FOR LOCATIONS OF UNDERGROUND
UTILITIES. ANY UTILITIES DAMAGED THAT ARE NOT TO BE REMOVED SHALL BE REPAIRED OR REPLACED AT THE CONTRACTOR'S
EXPENSE.

. ALL SPECIFICATIONS AND DOCUMENTS REFERRED TO IN THESE PLANS SHALL BE OF THE LATEST REVISION.

. ALL WORK PERFORMED SHALL COMPLY WITH THE REGULATIONS AND ORDINANCES OF THE VARIOUS GOVERNMENTAL AND PRIVATE

AGENCIES HAVING JURISDICTION OVER THE WORK, LATEST EDITIONS.

. SHOULD THE CONTRACTOR FIND ANY DISCREPANCIES OR CONFLICTS ON THE CONSTRUCTION PLANS IN THE FIELD, AND/OR

DOCUMENTS PREPARED BY OTHERS, PRIOR TO BEGINNING WORK OR DURING CONSTRUCTION, HE/SHE SHALL IMMEDIATELY NOTIFY
THE ENGINEER PRIOR TO CONTINUING WORK.

. LOCATIONS, ELEVATIONS, AND DIMENSIONS OF EXISTING UTILITIES, STRUCTURES AND OTHER FEATURES ARE SHOWN ACCORDING

TO THE BEST INFORMATION UNAVAILABLE AT THE TIME OF PREPARATION OF THESE PLANS. THE CONTRACTOR SHALL VERIFY THE
LOCATIONS, ELEVATIONS AND DIMENSIONS OF ALL EXISTING UTILITIES, STRUCTURES AND OTHER FEATURES AFFECTING THIS
WORK PRIOR TO COMMENCEMENT OF CONSTRUCTION.

. ANY WORK REQUIRING A TRAFFIC DISRUPTION OR LANE CLOSURE WILL REQUIRE NOTIFYING THE TOWN OF GREAT FALLS AND/OR

SCDOT AND ALL REQUIRED MEDIA OUTLETS AND EMERGENCY AGENCIES A MINIMUM OF ONE WEEK PRIOR TO THE IMPLEMENTATION
OF THE CLOSURE.

SAFETY NOTES:

1. DURING THE CONSTRUCTION AND MAINTENANCE OF THE THIS PROJECT, ALL SAFETY REGULATIONS SHALL BE ENFORCED. THE
CONTRACTOR OR HIS REPRESENTATIVE SHALL BE RESPONSIBLE FOR THE CONTROL AND SAFETY OF THE TRAVELING PUBLIC AND THE
SAFETY OF HIS PERSONNEL.

2. THE CONTRACTOR'S MAINTENANCE OF TRAFFIC PLAN MUST BE SUBMITTED AND APPROVED BY THE SCDOT AND APPLICABLE LOCAL
AGENCIES PRIOR TO COMMENCEMENT OF CONSTRUCTION.

3. LABOR SAFETY REGULATIONS SHALL CONFORM TO THE PROVISIONS SET FORTH BY OSHA IN THE FEDERAL REGISTER OF THE
DEPARTMENT OF TRANSPORTATION.

4. CONTRACTOR SHALL PROVIDE AND MAINTAIN HIS OWN SAFETY EQUIPMENT IN ACCORDANCE WITH HIS HEALTH AND SAFETY PROGRAM
AND ALL OTHER APPLICABLE LEGAL AND HEALTH AND SAFETY REQUIREMENTS. THE CONTRACTOR IS ALSO RESPONSIBLE FOR
PROVIDING IT'S EMPLOYEES AND SUB CONTRACTORS WITH ADEQUATE INFORMATION AND TRAINING TO ENSURE THAT ALL
EMPLOYEES AND SUB CONTRACTORS AND SUB CONTRACTOR'S EMPLOYEES COMPLY WITH ALL APPLICABLE REQUIREMENTS.
CONTRACTOR SHALL REMAIN IN COMPLIANCE WITH ALL OCCUPATION SAFETY AND HEALTH REGULATIONS AS WELL AS THE
ENVIRONMENTAL PROTECTION LAWS. THE FOLLOWING IS NOT TO BE PERCEIVED AS THE ENTIRE SAFETY PROGRAM BUT JUST BASIC
REQUIREMENTS.

5. ALL EXCAVATIONS BY THE CONTRACTOR SHALL CONFORM TO THE REQUIREMENTS OF THE DEPARTMENT OF LABOR'S OCCUPATIONAL
SAFETY AND HEALTH ADMINISTRATION RULES AN REGULATIONS. PARTICULAR ATTENTION MUST BE PAID TO THE CONSTRUCTION
STANDARDS FOR EXCAVATIONS, 29 CFR PART 1926, SUBPART P.

6. THE MINIMUM STANDARDS AS SET FORTH IN THE CURRENT EDITION OF "MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES" (MUTCD)
BE FOLLOWED IN THE DESIGN APPLICATION, INSTALLATION, MAINTENANCE AND REMOVAL OF ALL TRAFFIC CONTROL DEVICES,
WARNING DEVICES AND BARRIERS NECESSARY TO PROTECT THE PUBLIC AND WORKMEN FROM HAZARDS WITHIN THE PROJECT
LIMITS.

7. ALL TRAFFIC CONTROL MARKINGS AND DEVICES SHALL CONFORM TO THE PROVISIONS SET FORTH IN THE MANUAL OF UNIFORM
TRAFFIC CONTROL DEVICES PREPARED BY THE US DEPARTMENT OF TRANSPORTATION FEDERAL HIGHWAY ADMINISTRATION. ALL
SOUTH CAROLINA AMENDMENTS SHALL APPLY.

8. IT SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO COMPLY AND ENFORCE ALL APPLICABLE SAFETY REGULATION. THE
ABOVE INFORMATION HAS BEEN PROVIDED FOR THE CONTRACTOR'S INFORMATION ONLY AND DOES NOT IMPLY THAT THE OWNER OR
ENGINEER WILL INSPECT AND/OR ENFORCE SAFETY REGULATION.

9. THE CONTRACTOR SHALL EXERCISE EXTREME CAUTION IN AREAS OF BURIED UTILITIES AND SHALL PROVIDE AT LEAST 48 HOURS
NOTICE TO THE UTILITY COMPANIES PRIOR TO CONSTRUCTION TO OBTAIN FIELD LOCATIONS OF EXISTING UNDERGROUND UTILITIES.

10. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE TO EXISTING FACILITIES, ABOVE OR BELOW GROUND, THAT MAY
OCCUR AS A RESULT OF THE WORK PERFORMED BY THE CONTRACTOR CALLED FOR IN THIS CONTRACT.

CLEARING AND DEMOLITION:

1. THE CONTRACTOR SHALL CLEAR AND GRUB ONLY THOSE PORTIONS OF THE SITE NECESSARY FOR CONSTRUCTION. DISTURBED
AREAS WILL BE SEEDED, MULCHED, SODDED OR PLANTED WITH OTHER APPROVED LANDSCAPE MATERIAL IMMEDIATELY FOLLOWING
CONSTRUCTION.

2. THE TOP 6" OF GROUND REMOVED DURING CLEARING AND GRUBBING SHALL BE STOCKPILED AT A SITE DESIGNATED BY THE OWNER
OR THE OWNER'S ENGINEER, UNLESS OTHERWISE DIRECTED BY THE OWNER OR THE OWNER'S ENGINEER. THE REMAINING
EARTHWORK THAT RESULTS FROM CLEARING AND GRUBBING OR SITE EXCAVATION IS TO BE UTILIZED ON-SITE IF REQUIRED,
PROVIDED THAT THE MATERIAL IS DEEMED SUITABLE FOR CONSTRUCTION BY THE OWNER'S SOILS TESTING COMPANY. EXCESS
MATERIAL IS TO BE EITHER STOCKPILED ON THE SITE AS DIRECTED BY THE OWNER, OR REMOVED FROM THE SITE. THE CONTRACTOR
IS RESPONSIBLE FOR ACQUIRING ANY PERMITS THAT ARE NECESSARY FOR REMOVING EXCESS EARTHWORK FROM THE SITE.

3. ALL CONSTRUCTION DEBRIS AND OTHER WASTE MATERIALS SHALL BE DISPOSED OF OFF-SITE IN ACCORDANCE WITH APPLICABLE
REGULATORY AGENCY REQUIREMENTS OR AS DIRECTED BY THE OWNER.

SEQUENCE OF CONSTRUCTION:

1. RECEIVE NPDES APPROVAL FROM SCDHEC.

2. NOTIFY DHEC EQC REGIONAL OFFICE 48 HOURS PRIOR TO ANY LAND DISTURBING ACTIVITIES.
3. SCHEDULE AND HOLD PRE-CONSTRUCTION MEETING.

4. INSTALL CONSTRUCTION ENTRANCE(S).

5. CLEARING & GRUBBING AS NECESSARY FOR INSTALLATION OF PERIMETER CONTROLS.

6. INSTALL PERIMETER CONTROLS.

7. CLEARING & GRUBBING OF SITE OR DEMOLITION.

8. ROUGH GRADING.

9. FINE GRADING.

10. PERMANENT/FINAL STABILIZATION.

11. REMOVE TEMPORARY SEDIMENT & EROSION CONTROL MEASURES AFTER ENTIRE AREA HAS ESTABLISHED A "PERMANENT" COVER OF
DESIRABLE VEGETATION THAT'S AT LEAST 70% AS DENSE AS THE PRE-DISTURBED VEGETATIVE COVER.

12. SUBMIT NOTICE OF TERMINATION (NOT) AND AS-BUILTS TO DHEC UPON MINIMUM OF 70% UNIFORM SITE STABILIZATION.

PAVING AND GRADING

1. ALL DELETERIOUS SUBSURFACE MATERIAL (I.E. MUCK, PEAR, BURIED DEBRIS) IS TO BE EXCAVATED IN ACCORDANCE WITH THESE PLANS OR AS
DIRECTED BY THE OWNER, THE OWNER'S ENGINEER, OR OWNER'S SOIL TESTING COMPANY. DELETERIOUS MATERIAL IS TO BE STOCKPILED OR
REMOVED FROM THE SITE AS DIRECTED BY THE OWNER OR THE OWNER'S ENGINEER. EXCAVATED AREAS TO BE BACKFILLED WITH APPROVED
MATERIALS AND COMPACTED AS SHOWN ON THESE PLANS. CONTRACTOR IS RESPONSIBLE FOR ACQUIRING ANY PERMITS THAT ARE NECESSARY
FOR REMOVING DELETERIOUS MATERIAL FROM THE SITE.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING EXCAVATIONS AGAINST COLLAPSE AND WILL PROVIDE BRACING SHEETING OR
SHORING AS NECESSARY. DEWATERING METHODS SHALL BE USED AS REQUIRED TO KEEP TRENCHES DRY WHILE PIPE AND APPURTENANCES ARE
BEING PLACED.

3. ALL NECESSARY FILL AND EMBANKMENT THAT IS PLACED DURING CONSTRUCTION SHALL CONSIST OF MATERIAL SPECIFIED BY THE OWNER'S SOIL
TESTING COMPANY OR ENGINEER AND BE PLACED AND COMPACTED ACCORDING TO THESE PLANS OR THE REFERENCED SOILS REPORT.

4. PROPOSED SPOT ELEVATIONS REPRESENT FINISHED PAVEMENT OR GROUND SURFACE GRADE UNLESS OTHERWISE NOTED ON DRAWINGS.
5. UNLESS OTHERWISE NOTED, ALL GRADING, ROCKING AND PAVING TO CONFORM TO SCDOT STANDARD SPECIFICATIONS, LATEST EDITION.

6. CLEAR AND GRUB WITHIN WORK LIMITS ALL SURFACE VEGETATION, TREES, STUMPS, BRUSH, ROOTS, ETC. DO NOT DAMAGE OR REMOVE TREES
EXCEPT AS APPROVED BY THE APPROPRIATE MUNICIPAL AUTHORITY OR AS SHOWN ON THE DRAWINGS. PROTECT ALL ROOTS.

7. STRIP WORK LIMITS, REMOVING ALL ORGANIC MATTER WHICH CANNOT BE COMPACTED INTO A STABLE MASS. ALL TREES, BRUSH AND DEBRIS
ASSOCIATED WITH CLEARING, STRIPPING OR GRADING SHALL BE REMOVED AND DISPOSED OF OFF-SITE BY THE CONTRACTOR.

8. IMMEDIATELY FOLLOWING FINE GRADING OPERATIONS, COMPACT SUBGRADE TO 95% OF THE MAXIMUM DRY DENSITY PER AASHTO T-180.

9. ALL FILLS WITHIN PUBLIC RIGHT-OF-WAYS AND EASEMENTS SHALL BE ENGINEERED. ADDITIONALLY, ANY FILLS OUTSIDE OF PUBLIC RIGHT-OF-WAYS
WHICH ARE OVER 2 FEET IN DEPTH SHALL BE ENGINEERED. ENGINEERED FILLS SHALL BE CONSTRUCTED IN 6" LIFTS. EACH LIFT SHALL BE
COMPACTED TO 95 % OF THE MAXIMUM DRY DENSITY PER AASHTO T-180 TEST METHOD (MODIFIED PROCTOR).

10. UNLESS OTHERWISE SHOWN ON THE DRAWINGS, STRAIGHT GRADES SHALL BE RUN BETWEEN ALL FINISH GRADE ELEVATIONS AND/OR FINISH
CONTOUR LINES SHOWN. FINISH PAVEMENT GRADES AT TRANSITION TO EXISTING PAVEMENT SHALL MATCH EXISTING PAVEMENT GRADES OR BE
FEATHERED PAST JOINTS WITH EXISTING PAVEMENT AS REQUIRED TO PROVIDE A SMOOTH, FREE DRAINING SURFACE.

11. CRUSHED ROCK SHALL CONFORM TO THE REQUIREMENTS OF SECTION 02630 (BASE AGGREGATE) SCDOT STANDARD SPECIFICATIONS. COMPACT TO
95% OF THE MAXIMUM DRY DENSITY PER AASHTO T-180 TEST METHOD (MODIFIED PROCTOR). A.C. PAVEMENT SHALL CONFORM TO SECTION 00745
(ASPHALT CONCRETE PAVEMENT) SCDOT STANDARD SPECIFICATIONS FOR STANDARD DUTY MIX. A.C. PAVEMENT SHALL BE COMPACTED TO A
MINIMUM OF 91% OF MAXIMUM DENSITY AS DETERMINED BY THE RICE STANDARD METHOD.

12. ALL EXISTING OR CONSTRUCTED MANHOLES, CLEANOUTS, MONUMENTS, GAS VALVES, WATER VALVES AND SIMILAR STRUCTURES SHALL BE
ADJUSTED TO MATCH FINISH GRADE OF THE PAVEMENT, SIDEWALK, LANDSCAPED AREA WHEREIN THEY LIE.

13. IF WIND EROSION BECOMES SIGNIFICANT DURING CONSTRUCTION, THE CONTRACTOR SHALL STABILIZE THE AFFECTED AREA USING SPRINKLING,
IRRIGATION OR OTHER ACCEPTABLE METHODS.

14. ENGINEERED FILL MATERIAL SHALL NOT CONTAIN ROCKS OR HARD LUMPS GREATER THAN 3 INCHES IN MAXIMUM DIMENSIONS AND SHALL BE FREE
OF VEGETATION, ORGANIC MATTER, DEBRIS, RUBBLE AND OTHER UNSUITABLE MATERIALS AND SHALL BE APPROVED BY GEOTECHNICAL
ENGINEER.

15. IMPORTED SOILS FOR USE AS ENGINEERED FILL SHALL BE NON-EXCLUSIVE MATERIALS AND SHALL NOT CONTAIN ROCKS OR HARD LUMPS GREATER
THAN 3 INCHES IN MAXIMUM DIMENSIONS AND SHALL BE FREE OF VEGETATION, ORGANIC MATTER, DEBRIS, RUBBLE, AND OTHER UNSUITABLE
MATERIALS.

16. AGGREGATE BASE MATERIAL SHALL MEET THE FOLLOWING GRADATION REQUIREMENTS:

SIEVE SIZE (PER ASTM D422) PERCENT PASSING BY WEIGHT
1INCH 100
3/4 90-100
No. 8 35-55
No. 200 0-8

17. ALL AREAS TO RECEIVE FILL, AND AREAS OF STRUCTURES AND PAVEMENTS, SHALL BE STRIPPED OF VEGETATION, ORGANIC MATER, DEBRIS,
RUBBLE, AND OTHER UNSUITABLE MATERIALS. STRIPPED SOILS SHALL NOT BE USED IN ENGINEERED FILL, BUT MAY BE USED IN LANDSCAPE
AREAS.

e ENGINEERED FILL MATERIAL SHALL BE COMPACTED TO AT LEAST THE FOLLOWING PERCENTAGES OF MAXIMUM DRY DENSITY AND OPTIMUM
MOISTURE CONTENT, PER ASTM D698 (STANDARD PROCTOR)

MINIMUM
ENGINEERED FILL MATERIAL PERCENT MOISTURE CONTENT (RANGE)
COMPACTION

NATIVE SOIL 90% OPTIMUM TO OPTIMUM PLUS 3%
ENGINEERED FILL UNDER STRUCTURES

AND BEHIND RETAINING WALLS 95% OPTIMUM TO OPTIMUM PLUS 3%
ENGINEERED FILL UNDER PAVEMENTS 95% OPTIMUM TO OPTIMUM PLUS 2%
FILL IN LANDSCAPE AREAS 95% 2TO 5% ABOVE OPTIMUM

e  AGGREGATE BASE COURSE SHALL BE COMPACTED TO AT LEAST THE FOLLOWING PERCENTAGES OF MAXIMUM DRY DENSITY AND OPTIMUM
MOISTURE CONTENT, PER AASHTO T180 (MODIFIED PROCTOR)

MINIMUM
PERCENT
COMPACTION

MOISTURE CONTENT

ENGINEERED FILL MATERIAL (RANGE)

AGGREGATE BASE MATERIAL OR
IMPORTED GRANULAR SOIL IN BUILDING
AND PAVEMENT AREAS

100% OPTIMUM PLUS OR MINUS 2%

e NOTE: MOISTURE CONTENT OF ENGINEERED FILL MATERIAL MAY REQUIRE ADJUSTMENT DURING CONSTRUCTION TO PREVENT SOIL PUMPING.
18. ENGINEERED FILL SHALL BE PLACED IN LIFTS NO GREATER THAN 6 INCHES THICK (LOOSE).

19. THE TOP 6 INCHES OF SOIL EXPOSED AT THE BOTTOM OF THE EXCAVATIONS SHALL BE COMPACTED, SCARIFIED AND COMPACTED AS ENGINEERED
FILL PRIOR TO PLACEMENT OF ADDITIONAL FILL.

20. IF SOFT OR LOOSE SOIL IS PRESENT AT THE BASE OF EXCAVATIONS, IT SHALL BE EXCAVATED AND/OR COMPACTED AS ENGINEERED FILL OR AS
RECOMMENDED BY THE GEOTECHNICAL FIELD REPRESENTATIVE.

21. IF SUBGRADE SOILS EXHIBIT PUMPING DURING COMPACTION, THE AREA SHALL BE ALLOWED TO DRY UNTIL THE SOLIDS BECOME WORKABLE
WITHOUT PUMPING. THE MOISTURE CONTENT OF THE SOILS SHALL BE ADJUSTED TO PREVENT PUMPING.

22, EXPOSURE TO THE ENVIRONMENT MAY REDUCE THE STRENGTH OF SOILS IN PAVED AREAS. IF THIS OCCURS, THE SOFTENED SOILS SHALL BE
REMOVED AND REWORKED IMMEDIATELY PRIOR TO CONCRETE PLACEMENT. IF RAINFALL IS EXPECTED AT A TIME WHEN BEARING SOILS IN
FOOTING AREAS ARE EXPOSED, A 2 TO 4 INCH THICK LAYER OF LEAN CONCRETE MAY BE PLACED IN SUCH AREA.

23. THE SITE SHALL BE GRADED TO TRANSPORT SURFACE RUNOFF AWAY FROM THE PAVED AREAS. WATER SHALL NOT BE ALLOWED TO ACCUMULATE
(POND) ON PAVED AREAS.

24. BACKFILL AND FILL SHALL CONFORM TO THE GENERAL REQUIREMENTS FOR SOIL MATERIALS ABOVE AND SHALL BE CLASSIFIED AS GW, GP, GM, GC,
SW, SP, SM, SC, ML, CL BY ASTM D2487 AND SHALL CONFORM TO THE FOLLOWING:

24.1. SHALL BE CAPABLE OF BEING COMPACTED TO THE SPECIFIED DEGREE OF COMPACTION WHEN THE MOISTURE CONTENT IS WITHIN 3
PERCENTAGE POINTS OF THE OPTIMUM PERCENT MOISTURE.

24.2.  LIQUID LIMIT SHOULD NOT EXCEED 40 PERCENT WHEN TESTED IN ACCORDANCE WITH ASTM D4318.
24.3. PLASTICITY INDEX SHOULD NOT BE GREATER THAN 30 PERCENT WHEN TESTED IN ACCORDANCE WITH ASTM D4318.
24.4. NO MORE THAN 75 PERCENT BY WEIGHT SHALL BE FINER THAN NO. 200 SIEVE WHEN TESTED IN ACCORDANCE WITH ASTM D1140.

25. UNSUITABLE SOIL SHALL BE ANY SOIL MATERIALS DETERMINED BY THE INDEPENDENT GEOTECHNICAL LABORATORY AS NOT CONFORMING TO THE
REQUIREMENTS DESCRIBED ABOVE FOR BACKFILL AND FILL. A MOISTURE CONTENT WHICH IS MORE THAN 3 PERCENTAGE POINTS FROM OPTIMUM
SHALL NOT BE CONSIDERED UNSUITABLE IF SUCH MATERIALS WOULD OTHERWISE BE SUITABLE IF THE MOISTURE CONTENT WERE ADJUSTED.
ADJUSTMENTS TO THE SOIL MOISTURE CONTENT BY DRYING, MIXING, ADDING WATER, OR OTHER MEANS SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR.

26. MEASUREMENT OF UNSUITABLE MATERIAL: THE VOLUME OF UNSUITABLE MATERIAL EXCAVATION SHALL BE DETERMINED BY A LICENSED
SURVEYOR BY THE AVERAGE END AREA METHOD. THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER A SCALED PLAN WITH SUFFICIENT
ELEVATION POINTS TO ACCURATELY DEFINE THE VOLUME OF UNSUITABLE MATERIAL EXCAVATED. THE EXTENT OF UNSUITABLE MATERIAL
EXCAVATION SHALL BE DETERMINED BY THE INDEPENDENT GEOTECHNICAL LABORATORY.

EROSION CONTROL NOTES:

1.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

IF NECESSARY, SLOPES WHICH EXCEED EIGHT (8) VERTICAL FEET SHOULD BE STABILIZED WITH SYNTHETIC OR VEGETATIVE MATS,
IN ADDITION TO HYDROSEEDING. IT MAY BE NECESSARY TO INSTALL TEMPORARY SLOPE DRAINS DURING CONSTRUCTION.
TEMPORARY BERMS MAY BE NEEDED UNTIL THE SLOPE IS BROUGHT TO GRADE.

STABILIZATION MEASURES SHALL BE INITIATED AS SOON AS PRACTICABLE IN PORTIONS OF THE SITE WHERE CONSTRUCTION
ACTIVITIES HAVE TEMPORARILY OR PERMANENTLY CEASED, BUT IN NO CASE MORE THAN FOURTEEN (14) DAYS AFTER WORK HAS
CEASED, EXCEPT AS STATED BELOW.

-WHERE STABILIZATION BY THE 14TH DAY IS PRECLUDED BY SNOW COVER OR FROZEN GROUND CONDITIONS STABILIZATION
MEASURE MUST BE INITIATED AS SOON AS PRACTICABLE.

-WHERE CONSTRUCTION ACTIVITY ON A PORTION OF THE SITE IS TEMPORARILY CEASED, AND EARTH-DISTURBING ACTIVITIES
WILL BE RESUMED WITHIN 14 DAYS, TEMPORARY STABILIZATION MEASURES DO NOT HAVE TO BE INITIATED ON THAT PORTION
OF THE SITE.

ALL SEDIMENT AND EROSION CONTROL DEVICES SHALL BE INSPECTED ONCE EVERY CALENDAR WEEK. IF PERIODIC INSPECTION
OR OTHER INFORMATION INDICATES THAT A BMP HAS BEEN INAPPROPRIATELY OR INCORRECTLY INSTALLED, THE PERMITTEE
MUST ADDRESS THE NECESSARY REPLACEMENT OR MODIFICATION REQUIRED TO CORRECT THE BMP WITHIN 48 HOURS OF
IDENTIFICATION.

PROVIDE SILT FENCE AND/OR OTHER CONTROL DEVICES, AS MAY BE REQUIRED, TO CONTROL SOIL EROSION DURING UTILITY
CONSTRUCTION. ALL DISTURBED AREAS SHALL BE CLEANED, GRADED, AND STABILIZED WITH GRASSING IMMEDIATELY AFTER THE
UTILITY INSTALLATION. FILL, COVER, AND TEMPORARY SEEDING AT THE END OF EACH DAY ARE RECOMMENDED. IF WATER IS
ENCOUNTERED WHILE TRENCHING, THE WATER SHOULD BE FILTERED TO REMOVE SEDIMENT BEFORE BEING PUMPED BACK INTO
ANY WATERS OF THE STATE.

ALL EROSION CONTROL DEVICES SHALL BE PROPERLY MAINTAINED DURING ALL PHASES OF CONSTRUCTION UNTIL THE
COMPLETION OF ALL CONSTRUCTION ACTIVITIES AND ALL DISTURBED AREAS HAVE BEEN STABILIZED. ADDITIONAL CONTROL
DEVICES MAY BE REQUIRED DURING CONSTRUCTION IN ORDER TO CONTROL EROSION AND/OR OFFSITE SEDIMENTATION. ALL
TEMPORARY CONTROL DEVICES SHALL BE REMOVED ONCE CONSTRUCTION IS COMPLETE AND THE SITE IS STABILIZED.

THE CONTRACTOR MUST TAKE NECESSARY ACTION TO MINIMIZE THE TRACKING OF MUD ONTO PAVED ROADWAY(S) FROM
CONSTRUCTION AREAS AND THE GENERATION OF DUST. THE CONTRACTOR SHALL DAILY REMOVE MUD/SOIL FROM PAVEMENT, AS
MAY BE REQUIRED.

RESIDENTIAL SUBDIVISIONS REQUIRE EROSION CONTROL FEATURES FOR INFRASTRUCTURE AS WELL AS FOR INDIVIDUAL LOT
CONSTRUCTION. INDIVIDUAL PROPERTY OWNERS SHALL FOLLOW THESE PLANS DURING CONSTRUCTION OR OBTAIN APPROVAL OF
AN INDIVIDUAL PLAN IN ACCORDANCE WITH S.C REG. 72-300 ET SEQ. AND SCR100000.

TEMPORARY DIVERSION BERMS AND/OR DITCHES WILL BE PROVIDED AS NEEDED DURING CONSTRUCTION TO PROTECT WORK
AREAS FROM UPSLOPE RUNOFF AND/OR TO DIVERT SEDIMENT-LADEN WATER TO APPROPRIATE TRAPS OR STABLE OUTLETS.

ALL WATERS OF THE STATE (WOS), INCLUDING WETLANDS, ARE TO BE FLAGGED OR OTHERWISE CLEARLY MARKED IN THE FIELD. A
DOUBLE ROW OF SILT FENCE IS TO BE INSTALLED IN ALL AREAS WHERE A 50-FOOT BUFFER CANT BE MAINTAINED BETWEEN THE
DISTURBED AREA AND ALL WOS. A 10-FOOT BUFFER SHOULD BE MAINTAINED BETWEEN THE LAST ROW OF SILT FENCE AND ALL
WOS.

LITTER, CONSTRUCTION DEBRIS, OILS, FUELS, AND BUILDING PRODUCTS WITH SIGNIFICANT POTENTIAL FOR IMPACT (SUCH AS
STOCKPILES OF FRESHLY TREATED LUMBER) AND CONSTRUCTION CHEMICALS THAT COULD BE EXPOSED TO STORM WATER MUST
BE PREVENTED FROM BECOMING A POLLUTANT SOURCE IN STORM WATER DISCHARGES.

A COPY OF THE SWPPP, INSPECTIONS RECORDS, AND RAINFALL DATA MUST BE RETAINED AT THE CONSTRUCTION SITE OR A
NEARBY LOCATION EASILY ACCESSIBLE DURING NORMAL BUSINESS HOURS, FROM THE DATE OF COMMENCEMENT OF
CONSTRUCTION ACTIVITIES TO THE DATE THAT FINAL STABILIZATION IS REACHED.

INITIATE STABILIZATION MEASURES ON ANY EXPOSED STEEP SLOPE (3H:1V OR GREATER) WHERE LAND-DISTURBING ACTIVITIES
HAVE PERMANENTLY OR TEMPORARILY CEASED, AND WILL NOT RESUME FOR A PERIOD OF 7 CALENDAR DAYS.

MINIMIZE SOIL COMPACTION AND, UNLESS INFEASIBLE, PRESERVE TOPSOIL.

MINIMIZE THE DISCHARGE OF POLLUTANTS FROM EQUIPMENT AND VEHICLE WASHING, WHEEL WASH WATER, AND OTHER WASH
WATERS. WASH WATERS MUST BE TREATED IN A SEDIMENT BASIN OR ALTERNATIVE CONTROL THAT PROVIDES EQUIVALENT OR
BETTER TREATMENT PRIOR TO DISCHARGE;

MINIMIZE THE DISCHARGE OF POLLUTANTS FROM DEWATERING OF TRENCHES AND EXCAVATED AREAS. THESE DISCHARGES ARE
TO BE ROUTED THROUGH APPROPRIATE BMPS (SEDIMENT BASIN, FILTER BAG, ETC.).

THE FOLLOWING DISCHARGES FROM SITES ARE PROHIBITED:

-WASTEWATER FROM WASHOUT OF CONCRETE, UNLESS MANAGED BY AN APPROPRIATE CONTROL;

-WASTEWATER FROM WASHOUT AND CLEANOUT OF STUCCO, PAINT, FORM RELEASE OILS, CURING COMPOUNDS AND OTHER
CONSTRUCTION MATERIALS

-FUELS, OILS, OR OTHER POLLUTANTS USED IN VEHICLE AND EQUIPMENT OPERATION AND MAINTENANCE;

-SOAPS OR SOLVENTS USED IN VEHICLE AND EQUIPMENT WASHING.

AFTER CONSTRUCTION ACTIVITIES BEGIN, INSPECTIONS MUST BE CONDUCED AT A MINIMUM OF AT LEAST ONCE EVERY CALENDAR
WEEK AND MUST BE CONDUCTED UNTIL FINAL STABILIZATION IS REACHED ON ALL AREAS OF THE CONSTRUCTION SITE.

IF EXISTING BMP'S NEED TO BE MODIFIED OR IF ADDITIONAL BMP'S ARE NECESSARY TO COMPLY WITH THE REQUIREMENTS OF
THIS PERMIT AND/OR SC'S WATER QUALITY STANDARDS, IMPLEMENTATION MUST BE COMPLETED BEFORE THE NEXT STORM
EVENT WHENEVER PRACTICABLE. IF IMPLEMENTATION BEFORE THE NEXT STORM EVENT IS IMPRACTICABLE, THE SITUATION MUST
BE DOCUMENTED IN THE SWPPP AND ALTERNATIVE BMPS MUST BE IMPLEMENTED AS SOON AS REASONABLY POSSIBLE.

A PRE-CONSTRUCTION CONFERENCE MUST BE HELD FOR EACH CONSTRUCTION SITE WITH AN APPROVED ON-SITE SWPPP PRIOR
TO THE IMPLEMENTATION OF CONSTRUCTION ACTIVITIES. FOR NON-LINEAR PROJECTS THAT DISTURB 10 ACRES OR MORE THIS
CONFERENCE MUST BE HELD ON-SITE UNLESS THE DEPARTMENT HAS APPROVED OTHERWISE.
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SILT FENCE - GENERAL NOTES ) ) , — *
1. Do not place silt fence across channels or in other areas subject to concentrated flows. Silt fence should not be used as

a velocity control BMP. Concentrated flows are any flows greater than 0.5 cfs.

— ) 24N
_l | |_ (MINIMUM)
[ |

AR

2. Maximum sheet or overland flow path length to the silt fence shall be 100—feet.

3. Maximum slope steepness (normal [perpendicular] to the fence line) shall be 2:1.

4. Silt fence joints, when necessary, shall be completed by one of the following options: ILI
— Wrap each fabric together at a support post with both ends fastened to the post, with a 1-foot
minimum overlap; BURY FILTER FABRIC
— Overlap silt fence by installing 3—feet passed the support post to which the new silt fence roll is AT LEAST 12-INCHES
attached. Attach old roll to new roll with heavy—duty plastic ties; or,
— Overlap entire width of each silt fence roll from one support post to the next support post.
Attach filter fabric to the steel posts using heavy—duty plastic ties that are evenly spaced within the top 8-—inches of the SOUth CarOIIna Department Of
fabric.

Health and Environmental Control

EDGES SHALL BE TAPERED OUT
TOWARDS ROAD TO PREVENT
TRACKING OF MUD ON THE EDGES

AVERAGE STONE DIAMETER
OF 2 TO 3—INCHES
WITH A 6—INCH MINIMUM DEPTH

UNDERLYING NON—WOVEN GEOTEXTILE FABRIC

SPECIFICATION SIZE

ROCK PAD THICKNESS 6 INCHES

South Carolina Department of
Health and Environmental Control

ROCK PAD WIDTH 24 FEET

Install the silt fence perpendicular to the direction of the stormwater flow and place the silt fence the proper distance from
the toe of steep slopes to provide sediment storage and access for maintenance and cleanout.

SILT FENCE

Install Silt Fence Checks (Tie—Backs) every 50—100 feet, dependent on slope, along silt fence that is installed with slope

CONSTRUCTION ENTRANCE

ROCK PAD LENGTH 100 FEET

and where concentrated flows are expected or are documented along the proposed/installed silt fence.

STANDARD DRAWING NO. S C —_ O 3 P a g e 1 Of 2

STANDARD DRAWING NO. SC-06 PAGE 1 Of 2
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SILT FENCE - POST REQUIREMENTS SILT FENCE - INSPECTION & MAINTENANCE
1.

1. Silt Fence posts must be 48—inch long steel posts that meet, at a minimum, the The key to functional silt fence is weekly inspections, routine maintenance, and

following physical characteristics. reqular sediment removal.
— Composed of a high strength steel with a minimum yield strength of
50,000 psi. 2. Regqular inspections of silt fence shall be conducted once every calendar week

— Include a standard "T” section with a nominal face width of 1.38—inches and, as recommended, within 24—hours after each rainfall even that produces
and a nominal "T" length of 1.48—inches. 1/2—inch or more of precipitation.
— Weigh 1.25 pounds per foot (+ 8%) . ) . ) ) )

5. Attention to sediment accumulations along the silt fence is extremely important.

2. Posts shall be equipped with projections to aid in fastening of filter fabric. Accumulated sediment should be continually monitored and removed when

necessary.
3. Steel posts may need to have a metal soil stabilization plate welded near the bottom ) i i
when installed along steep slopes or installed in loose soils. The plate should have a 4. Remove accumulated sediment when it reaches 1/3 the height of the silt
minimum cross section of 17-square inches and be composed of 15 gauge steel, at a fence.

minimum. The metal soil stabilization plate should be completely buried.
5. Removed sediment shall be placed in stockpile storage areas or spread thinly

4. Install posts to a minimum of 24—inches. A minimum height of 1— to 2— inches above across disturbed area. Stabilize the removed sediment after it is relocated.
the fabric shall be maintained, and a maximum height of 3 feet shall be maintained
above the ground. 6. Check for areas where stormwater runoff has eroded a channel beneath the

silt fence, or where the fence has sagged or collapsed due to runoff
overtopping the silt fence. Install checks/tie—backs and/or reinstall silt fence,
as necessary.

5. Post spacing shall be at a maximum of 6-feet on center.

Check for tears within the silt fence, areas where silt fence has begun to
decompose, and for any other circumstance that may render the silt fence
ineffective. Removed damaged silt fence and reinstall new silt fence
immediately.

SILT FENCE - FABRIC REQUIREMENTS
1.

Silt fence must be composed of woven geotextile filter fabric that consists of the

followi i ts:
clowing requiremen’s 8. Silt fence should be removed within 30 days after final stabilization is achieved

— Composed of fibers consisting of long chain synthetic polymers of at least 85% o . .
by weight of polyolefins, polyesters, or polyamides that are  formed into a network andl‘gnce it is removed, the resulting disturbed area shall be permanently
such that the filaments or yarns retain dimensional stability relative to each other; stabilized.

— Free of any treatment or coating which might adversely alter its physical
properties after installation;

— Free of any defects or flaws that significantly affect its physical and/or filtering
properties; and,
— Have a minimum width of 36—inches.

Use only fabric appearing on SC DOT's Qualified Products Listing (QPL), Approval Sheet
#34, meeting the requirements of the most current edition of the SC DOT Standard
Specifications for Highway Construction.

12—inches of the fabric should be placed within excavated trench and toed in when the
trench is backfilled.

Filter Fabric shall be purchased in continuous rolls and cut to the length of the barrier
to avoid joints.

South Carolina Department of
Health and Environmental Control

Filter Fabric shall be installed at a minimum of 24-inches above the ground.

ROCK PAD STONE SIZE = 2-3 INCHES FEBRUARY 2014

NOT TO SCALE

DATE

CONSTRUCTION ENTRANCE - GENERAL NOTES CONSTR. ENTRANCE - INSPECTION & MAINTENANCE
1. Stabilized construction entrances should be used at all points 1. The key to functional construction entrances is weekly

where traffic will egress/ingress a construction site onto a inspections, routine maintenance, and reqular sediment removal.
public road or any impervious surfaces, such as parking lots.

2. Regular inspections of construction entrances shall be

2. Install a non—woven geotextile fabric prior to placing any conducted once every calendar week and, as recommended,
stone. within 24—hours after each rainfall even that produces

1/2—inch or more of precipitation.

3. Install a culvert pipe across the entrance when needed to

provide positive drainage. S.During regular inspections, check for mud and sediment buildup and
pad integrity. Inspection frequencies may need to be more frequent
during long periods of wet weather.

4. The entrance shall consist of 2—inch to 3—inch D50 stone
placed at @ minimum depth of 6—inches.

4. Reshape the stone pad as necessary for drainage and runoff

5. Minimum dimensions of the entrance shall be 24—feet wide by control.
100—feet long, and may be modified as necessary to
accommodate site constraints. 5. Wash or replace stones as needed and as directed by site inspector.

The stone in the entrance should be washed or replaced whenever the
entrance fails to reduce the amount of mud being carried off—site by
vehicles. Frequent washing will extend the useful life of stone pad.

6. The edges of the entrance shall be tapered out towards the
road to prevent tracking at the edge of the entrance.

Divert all surface runoff and drainage from the stone pad to 6. Immediately remove mud and sediment tracked or washed onto
a sediment trap or basin or other sediment trapping structure. adjacent impervious surfaces by brushing or sweeping. Flushing should

only be used when the water can be discharged to a sediment trap
Limestone may not be used for the stone pad. or basin.

During maintenance activities, any broken pavement should be
repaired immediately.

Construction entrances should be removed after the site has
reached final stabilization. Permanent vegetation should replace areas

from which construction entrances have been removed, unless area will
be converted to an impervious surface to serve post—construction.

South Carolina Department of
Health and Environmental Control
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NOTES:

1. SILT FENCE TO EXTEND AROUND ENTIRE PERIMETER OF STOCKPILE, OR IF STOCKPILE
AREA IS LOCATED ON/NEAR A SLOP THE SILT FENCE IS TO EXTEND ALONG CONTOURS

OF THE DOWN-GRADIENT AREA.

IF STOCKPILE IS TO REMAIN FOR MORE THAN
MEASURES MUST BE IMPLEMENTED.

14 DAYS, TEMPORARY STABILIZATION

South Carolina Department of
Health and Environmental Control

SILT FENCE SHALL BE MAINTAINED UNTIL STOCKPILE AREA HAS EITHER BEEN REMOVED
OR PERMANENTLY STABILIZED.

GENERAL NOTES =~ fren

DATE

THE KEY TO FUNCTIONAL TEMPORARY STOCKPILE AREAS IS WEEKLY INSPECTIONS,
ROUTINE MAINTENANCE, AND REGULAR SEDIMENT REMOVAL.

TEMPORARY STOCKPILE
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FICURE 1: UPPER AND _OWER STATE MAP

TABLE 1: PERRENIALS * Months shaded in gray represent applicable planting dates.
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